400PW

Mcn Rainwear

SAFETY Specification Sheet

PRODUCT DESCRIPTION:

The Cylcone Series offers excellent strength and durablilty for

tough jobs. Nylon material is an excellent choice for tough and

rugged garments. The Cyclone features a wavelock pattern

nylon between two layers of PVC that gives it great rip

resistance and abrasion resistance. The 400PW is an elastic .
waist pant option with snap fly front and take up snaps on each y
ankle. Limited flammability, NOT intended for use as protection

against ARC Flash or Flash Fire. For more information on

Limited Flammability, Click Here.

FEATURES: |

B .35mm PVC/Nylon/PVC, elastic waist pants, rip-resistant j
wavelock nylon pattern

B Snap fly front

B Take up snaps on each ankle

B No pockets .

B Limited flammability, NOT intended for use as protection J
against ARC Flash or Flash Fire

APPLICATIONS: ol

Agriculture, Beef processing, Baggage Handling, Carpentry,
Construction, Farming, HVAC, Janitorial , Manufacturing, Oil
and Gas Industry, Plumbing

TECHNICAL DATA FOR: 400PW

Series Cyclone Front Closure Snap

Category Rainwear

Color Yellow

Size Large

Material PVC / Polyester

Components 1 pc Waist Pant

Limited Flamability Limited Flamability
Item No: Chest Sleeve Back Length  Waist Inseam Color Case Weight
400PWX2 N/A N/A N/A 52 33 Yellow 28.580
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400PW

Rainwear
SAFETY Specification Sheet
Item No: Chest Sleeve Back Length  Waist Inseam Color Case Weight
400PWX3 N/A N/A N/A 54 33 Yellow 29.000
400PWM N/A N/A N/A 46 30 Yellow 24.320
400PWXL N/A N/A N/A 50 32 Yellow 27.220
400PWL N/A N/A N/A 48 31 Yellow 52.785
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